
PROTECTION FOR CONCRETE
MIXERS AND CONSTRUCTION
EQUIPMENT  

ZETOLAN-MEK 3 forms an effective adhesive protecti-
ve film on the surfaces on which it has been sprayed,
preventing the adhesion of residual deposits of concre-
te and mortar. Deposits can be removed by means of a
water jet. As soon as the protective film wears off, a
new protective layer of ZETOLAN-MEK 3 can be
applied to the wet surface after cleaning.

� Costly contamination of essential parts and 
grease grooves is avoided

� Longer service life of the machinery due to 
better care

� Reduces labour cost for cleaning

� Does not damage rubber, glass, metal, paint, wood
or clothes

� Economical application, since only a thin film is 
needed for protection

INNOVATION IS OUR STRENGTH

ZETOLAN®-MEK3

LEYCO MV 7 “airless” fine sprayer with time saving spray  
The effective sprayer technology to minimise consumption

With the MEK formula, you  
seriously reduce cleaning time
ZETOLAN-MEK has been developed through
close teamwork with our successful 
partners in the construction industry.

Profit from the positive experience of your 
industrial partners or your competition!



www.leyde.com

For more information please contact:
Phone: +49 2236 966 00 34

ZETOLAN®-MEK

�� Protects mixers and 
concrete equipment 
from the adhesion of 
concrete

�� Cuts cleaning time 
dramatically = lower 
labour costs

�� Longer service life of 
the machinery due to 
better care

�� Contains no dangerous
solvents or 
heavy metals

�� Certified by the 
Hygiene Institut 
Gelsenkirchen: 
„highly biodegradable“

Other products may

do the job but at hig-

her labour costs, hig-

her consumption rates ,

higher maintenance

costs, higher risk fac-

tors. 

LEYCO CHEMISCHE LEYDE GmbH, Industriestr. 155, D-50999 Cologne, Germany 
Tel.: +49 2236 966000, Fax: +49 2236 9660010,  leycochem@leyde.com, www.leyde.com

ZETOLAN®-MEK 3 Product-No. 10.013

PROTECTION FOR CONCRETE MIXERS AND CONSTRUC-
TION EQUIPMENT 

DESCRIPTION / EFFCT
ZETOLAN-MEK 3 forms a protective film on concrete making and processing equip-
ment and machinery as well as on bitumen mixing and processing machines.
Adhesion of concrete, mortar, plaster, bitumen and asphalt to metal and painted sur-
faces is prevented, and machines are protected against oxidation. Immediately after
ZETOLAN-MEK 3 has been applied, the protective film becomes effective and is lar-
gely waterproof.

ADVANTAGES
Immediate protection against deposits, even on damp surfaces. Existing deposits are
being softened by the constant application of ZETOLAN-MEK 3. Its effects are physi-
cal and chemical due to its interfacial activity. The product can be sprayed even into
such gaps that are otherwise difficult to reach. ZETOLAN-MEK 3 has additional a
dehy-dration component so that you can use it directly after cleaning of the equipment
and machinery with clear water without waiting for a dry surface.

� Costly contamination of essential parts and grease grooves is avoided
� It is unnecessary to clean the machinery and equipment mechanically 

by means of hammer, grinding equipment and wire brushes
� Longer service life of the machinery due to better care
� Reduces labour cost for cleaning
� Does not damage rubber, glass, metal, paint, wood or clothes
� Economical application, since only a thin film is needed for protection

TECHNICAL DATA
Colour: clear, yellow
Form: liquid
Viskosity: 1,1
Specific weight: 0,87
Temperature resistance: up to +180°C
Min. application temp.: -20°C
Storage: in tightly closed containers

APPLICATION
Apply a thin but even film with a brush, paint brush or sprayer before starting work.
Even in ready-mix concrete plants all equipment will be protected against contamina-
tion for at least one day. After finishing work, remaining concrete, mortar or bitumen
can be removed by a jet of water before applying a new film. In case of minor use, pro-
tection may last as long as several days. 

SPECIAL REMARKS
ZETOLAN-MEK has been developed to protect construction equipment, machinery
and vehicles from contaminations and weather as simply and economically as possi-
ble in order to guarantee their constant availability.
However, in case of cured concrete on oxidated surfaces, a product is needed which
can de-compose these crusts chemically. In such cases we would recommend to use
our products BETONAC®-BL or ZE-KA-FIX® (concrete removers).

HEALTH AND SAFETY PRECAUTIONS
Do not drink or spray into open flames. ZETOLAN-MEK 3 is not explosive and does
not contain solvents.

REMARK
Whilst information and/or specification contained herein is to the best of our knowledge true and accurate, and
is based on many years experience, we cannot accept any liability either directly or indirectly arising from the
use of our products, whether or not in accordance with any advice, specification or recommendation given by
us, as we have no direct or continuous control over how or where our products are applied.
LEYDE-PRODUCTS are guaranteded against defective materials and manufacture and are sold subject to its
standard terms and conditions of sale. 31.03.2009


